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mcPROTECT

PROFESIONAL DISPLAY PROTECTION

Install screen protector by
mounting kit in these steps:

1. Remove original display
protection foil.

2. Locate a dust free area and
carefully remove any dust or dirt
from the display by using of wet
pad and cleaning wipe (included
in mcPROTECTOR packaging).

3. Remove half of the thin cover
film of the scree protector on
one side with your screen. Make
sure that the screen protector
will be centered on the middle
of screen.

4. Carefully slide over

the screen protector from one
side to the other on your screen
by soft cloth, enabling you

to remove the rest of the

thin cover film.

5. Smooth any remaining air
bubbles. You can also use any
credit card covered with soft
cloth over the edge.

Supplier:
MULTICORE s.r.o.
Pohranicni 504/27
703 00 Ostrava
Czech Republic

Montaz ochrany displeje
pomoci montazni sady
v téchto krocich:

1. Odstrante z displeje originalni
ochrannou fdlii.

2. Vyhledejte bezprasnou oblast
a opatrné odstrarite z displeje
veskery prach nebo necistoty
pomoci viceného ubrousku

a cistici utérky soucéast baleni
mcPROTECTOR].

3. Odstrante z obrazovky
polovinu tenkého kryciho filmu
chranice obrazovky na jedné
strané. Ujistéte se, Zze chranic
obrazovky bude vycentrovan
uprostied obrazavky.

4. Pomoci hadfiku od stfedu
prihladté ochranu obrazovky
Nasledné odtrante zbytek tenké
kryci félie a opét od stredu ke
konci prihladte pomaoci hadfiku.

5. Vyhladte véechny zbyvaijici
vzduchové bubliny Pro lepsi
pritlak mézete pouzit napfriklad
kreditni kartu prekrytou mékkym
hadiikem pres okraj.
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